
Setup jumper
connected?

Power on

The power led flashes while
heating up. After 30 seconds it 
stops flashing and stays turned 

on. The high voltage is then 
connected and the preamp is 

ready for use 

No

The power led flashes 
two times fast

Press the up
button once

Valid Apple
IR code?

Yes

The power led flashes 
one time slow

The power led flashes 
one time fast

No

Press the up
button again

Valid Apple
IR code?

Yes

The power led flashes 
one time slow

The power led flashes 
one time fast

1 second pause

IR codes
identical?

Yes

No

No

Yes

The power led flashes 
two times fast

The power led flashes 
two times slow

No

Press the down
button once

Valid Apple
IR code?

Yes

The power led flashes 
one time slow

The power led flashes 
one time fast

No

Press the down
button again

Valid Apple
IR code?

Yes

The power led flashes 
one time slow

The power led flashes 
one time fast

1 second pause

IR codes
identical?

Yes

No

The power led flashes 
two times fast

The power led flashes 
two times slow

2 seconds pause

The power led flashes 
five times fast

The power led flashes 
slowly one time 

indicating the selected 
motor delay is set to

150 ms

Press the up
button

The power led flashes 
slowly two times 

indicating the selected 
motor delay is set to

200 ms

Press the up
button

The power led flashes 
slowly three times 

indicating the selected 
motor delay is set to

250 ms

Press the up
button

The power led flashes 
slowly four times 

indicating the selected 
motor delay is set to

300 ms

Press the up
button

The power led flashes 
slowly five times 

indicating the selected 
motor delay is set to

350 ms

Press the up
button

The power led flashes 
slowly six times 

indicating the selected 
motor delay is set to

400 ms

Press the up
button

The power led flashes 
slowly seven times 

indicating the selected 
motor delay is set to

450 ms

Press the up
button

The power led flashes 
slowly eight times 

indicating the selected 
motor delay is set to

500 ms

Press the up
button

Press the down
button

The power led flashes 
two times fast

2 seconds pause

The power led flashes 
five times fast

2 seconds pause

2 seconds pause

The power led flashes 
slowly two times 

indicating that it is 
running firmware

version two 

3 seconds pause

The IR codes and the selected motor delay are stored in the eeprom on the PIC


