
Coax 1: XXXXXXXX
IR code: XXXXX

Coax 2: XXXXXXXX
IR code: XXXXX

IR code received
1/2: XXXXX

IR code accepted

IR code failed!

Push the same
button again!

Push button

IR 2 sek

2 sek

IR

IR

IR code received
2/2: YYYYY

IR code received
2/2: XXXXX

2 sek

2 sek

IR code received
1/2: XXXXX

IR code accepted

IR code failed!

Push the same
button again!

IR 2 sek

2 sek

IR

IR

IR code received
2/2: YYYYY

IR code received
2/2: XXXXX

2 sek

2 sek

Coax 3: XXXXXXXX
IR code: XXXXX

Push button

IR code received
1/2: XXXXX

IR code accepted

IR code failed!

Push the same
button again!

IR 2 sek

2 sek

IR

IR

IR code received
2/2: YYYYY

IR code received
2/2: XXXXX

2 sek

2 sek

Tos  1: XXXXXXXX
IR code: XXXXX

Push button

IR code received
1/2: XXXXX

IR code accepted

IR code failed!

Push the same
button again!

IR 2 sek

2 sek

IR

IR

IR code received
2/2: YYYYY

IR code received
2/2: XXXXX

2 sek

2 sek

Tos  2: XXXXXXXX
IR code: XXXXX

Push button

IR code received
1/2: XXXXX

IR code accepted

IR code failed!

Push the same
button again!

IR 2 sek

2 sek

IR

IR

IR code received
2/2: YYYYY

IR code received
2/2: XXXXX

2 sek

2 sek

Tos  3: XXXXXXXX
IR code: XXXXX

Push button

IR code received
1/2: XXXXX

IR code accepted

IR code failed!

Push the same
button again!

IR 2 sek

2 sek

IR

IR

IR code received
2/2: YYYYY

IR code received
2/2: XXXXX

2 sek

2 sek

Next source
IR code: XXXXX

Push button

IR code received
1/2: XXXXX

IR code accepted

IR code failed!

Push the same
button again!

IR 2 sek

2 sek

IR

IR

IR code received
2/2: YYYYY

IR code received
2/2: XXXXX

2 sek

2 sek

Previous source
IR code: XXXXX

Push button

IR code received
1/2: XXXXX

IR code accepted

IR code failed!

Push the same
button again!

IR 2 sek

2 sek

IR

IR

IR code received
2/2: YYYYY

IR code received
2/2: XXXXX

2 sek

2 sek

Push button

2 sek

Push button to
receive settings

Push button

Transfer started
Please wait...

Data saved!

Transfer error!

IR timed out!

No data
after 10 sek

Data received
but not valid

Valid data
received

2 sek

Firmware: 0006
BK – 2006.09.10

Push
button

Servicemenu

Servicemenu
IR datalink

Servicemenu
Remote setup

Servicemenu
Firmware info

Release button

Push button

6C45Pi Dual DAC
BK software 2006

Initializing
Please wait...

Only at first
power on

Power on

Source: None
------: No data

Push button at
power on

Default start 
source is selected

Push button

Push
button
> 2 sek

Source: XXXXXXXX
Coax 1: YYYYYY

Source: XXXXXXXX
Coax 2: YYYYYY

Source: XXXXXXXX
Coax 3: YYYYYY

Source: XXXXXXXX
Tos  1: YYYYYY

Source: XXXXXXXX
Tos  2: YYYYYY

Source: XXXXXXXX
Tos  3: YYYYYYYY

Push button

Push button

Push button

Push button

Push button

Push button

Push button

Selected start
source saved!

Push
button
> 2 sek
2 sek

Selected start
source saved!

Push
button
> 2 sek
2 sek

Selected start
source saved!

Push
button
> 2 sek
2 sek

Selected start
source saved!

Push
button
> 2 sek
2 sek

Selected start
source saved!

Push
button
> 2 sek
2 sek

Selected start
source saved!

Push
button
> 2 sek
2 sek

Selected start
source saved!

Push
button
> 2 sek
2 sek

XXXXXXXX: user defined name
YYYYYY  : ”Data” or ”no data” depending on 
           the source

Push
button
> 2 sek

Push
button
> 2 sek

Push button

Warming up 00:30
Please wait...

Time = 00:00

2 sek


