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Press and hold select button button while power on to enter service menu

Power led flashes while select button pressed

Press select button

Press select button

Press select button

Press select button to enter operation mode

Press and hold select button
to enter IR datalink menu

Press and hold select button
to enter remote setup menu

Press and hold select button
to enter reset menu

Press and hold select button
to enter firmware menu

Power on

Operation mode



IR datalink menu selected, ready to receive IR data
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No IR data received,
timeout after 10 sec.

IR data
not valid

IR data valid

Press select button
to continue,

data not saved

Operation modeData
saved
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Remote setup menu selected
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Press source 1
on remote
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Press source 1
on remote again
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Press source 2
on remote

Press source 3
on remote

Press source 4
on remote

Press source 5
on remote

Press next
on remote

Press previous
on remote
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Press source 2
on remote again
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Press source 3
on remote again
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Press source 4
on remote again
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Press source 5
on remote again
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on remote again
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Press previous
on remote again

IR codes
not identical
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IR codes
not identical
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IR codes
not identical
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not identical
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IR codes
not identical
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IR codes
not identical

IR codes identical

Press select to repeat setup

IR codes identical

Press select to repeat setup

IR codes identical

Press select to repeat setup

IR codes identical

Press select to repeat setup

IR codes identical

Press select to repeat setup

IR codes identical

Press select to repeat setup

IR codes identical

Press select to repeat setup

Operation mode
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Reset menu selected,
reset starts immediately,

power led flashes slowly 3 times
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Signal

Error

Power

32 KHz

44 KHz

48 KHz

Off

On

SelectSource________ ________

Firmware menu selected,
signal led flashes quickly
a number of times equal
to the firmware version

Operation mode



Operation mode selected,
the default start source

is selected (here source 1)
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Press and hold
select button to

select start source
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Press and hold
select button to

select start source

Press and hold
select button to

select start source

Press and hold
select button to

select start source

Press and hold
select button to

select start source

Press and hold
select button to

select start source

Press select button or
source 2/next on remote

Press select button or
source 3/next on remote

Press select button or
source 4/next on remote

Press select button or
source 5/next on remote

Press select button
or next on remote
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If the eeprom get corrupted, error led flashes
continuously and DAC won’t function.
Reset settings or load new settings via

IR datalink in the servicemenu!

Press previous on remote

Press previous on remote

Press previous on remote

Press previous on remote

Press previous on remote

Press select button
or source 1/

next on remote

Press
previous

on remote

In this example:
Source 1 is a 44,1 KHz source where the signal is OK
Source 2 is a 48 KHz source where the signal is OK
Source 3 is a 32 KHz source where the signal is OK
Source 4 is a 44,1 KHz source where the signal is not OK. In this case the output relay will switch off.
Source 5 is not connected to a source

IR remote:
Pressing the same source button repeatly will toggle the selected source on and off


